SAND SPECIFICATIONS

SIEVE DESIGNATION PERCENTAGE BY WEIGHT

PASSING SQUARE MESH SIEVES

AGGREGATE (2 INCH MINUS)

SIEVE DESIGNATION

PERCENTAGE BY WEIGHT
PASSING SQUARE MESH SIEVES

25 mm [1 INCH] 100 50 mm [2 INCH] 100
12.5 mm [/2 INCH] 75-100 12.5 mm [J4 INCH] 45—-70
4.75 mm [NO. 4] 50—100 6.3 mm [/ INCH] 30-55
850 um [NO. 20] 15—80 425 um [NO. 40] 0-20
300 um [NO. 50 0—15 75 um [NO. 200] 0-5
75 um [NO. 200] 0-5

CRUSHED STONE (1 INCH MINUS)

AGGRE

GATE (4 INCH MINUS)

SIEVE DESIGNATION PERCENTAGE BY WEIGHT

PASSING SQUARE MESH SIEVES

SIEVE DESIGNATION

PERCENTAGE BY WEIGHT
PASSING SQUARE MESH SIEVES

100 mm [4 INCH] 100
25 mm [1_INCH] 100 12.5 mm [ INCH] 35-75
19.0 mm [% INCH 80—100 6.3 mm [} INCH] 25—60
12.5 mm [}4 INCH] 10-35 425 um [NO. 40] 0-25
9.5 mm [% INCH] 0-15 75 um [NO. 200] 0-5
4.75 um [NO. 4] 0-5

PIPE END PROTECTION AND STONE DITCH PROTECTION

AGGRE

GATE (6 INCH MINUS)

SIEVE DESIGNATION PERCENTAGE BY WEIGHT

SIEVE DESIGNATION

PERCENTAGE BY WEIGHT
PASSING SQUARE MESH SIEVES

PASSING SQUARE MESH SIEVES
300 mm [12 INCH]

100
100 mm [4 INCH] 0-15

*SMOOTH ROUND STONE WILL NOT BE ACCEPTED

NOTE:

150 mm [6 INCH] 00
12.5 mm [}4 INCH] —

6.3 mm [ INCH] 25-70
425 um [NO. 40] 0-30
75_um [NO. 200] 0—7

PAVING MATERIALS AND COMPOSITION SHALL MEET THE STANDARDS SPECIFIED IN THE MAINE DEPARTMENT OF

TRANSPORTATION’S "STANDARD SPECIFICATIONS” MANUAL (MOST RECENT EDITION), UNLESS OTHERWISE STATED

PROJECT DETAILS OR SPECIFICATIONS.
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